
Proposed Flight Path Map
for Runway 3-0-L

Take-Offs Towards Superior
for Daytime T&G Operations

February 2, 2024



FAA Publication FAA-H-8083-3B,
Airplane Flying Handbook, Chapter 8:
“The downwind leg is a course flown 
approximately 1/2 mile to 1 mile out from 
the landing runway and at the specified 
traffic pattern altitude.”

Reaching pattern altitude of 6500’ MSL to 
begin crosswind turn before entering 
airspace above Rock Creek is difficult due 
to fluctuating temperatures and lower air 
density. (Field Elevation 5,673’)



CURRENT: 
T&G Operations over South 
Rock Creek 

Executing crosswind turn over 
homes in South Rock 
neighborhood of Superior  
Maximizes Noise Impact & 
Duration of Noise Event



PROPOSED:
LENGTHEN PATTERN ON 3-0-L 
FOR T&G OPERATIONS

Action:
Take-off leg is extended towards 
McCaslin and crosswind turn is 
executed over open space.

Results:
Climbing will be less difficult with a 
longer take-off leg, allowing aircraft 
to continue to gain elevation while 
over Superior.

Duration of flight over the
Rock Creek neighborhood is 
reduced by executing crosswind 
turn outside of Superior and using 
downwind leg 1-mile parallel to 
runway.



Voluntary Nighttime Pattern

3-0-R and 1-2-L Take-offs for
Nighttime Touch and Goes

CNR Update
February 1st, 2024







09/19/2023 to 02/02/2024

144 Total Nighttime T&G Patterns
67 Voluntary Compliance

47% Compliance

Since 10/13/2023

58 Total Nighttime T&G Patterns
41 Voluntary Compliance

71% Compliance
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